
Discontinued product Recommended substitute product
INLINE GAS FILTER INLINE GAS FILTER

ＴＦ/ＳＴＦ-4　SERIES ＴＦ/ＳＴＦ-ＭＦ1　SERIES

Differences from production discontinued products

Specification

Housing
Element

membrane
O-ring

Removal
rating

PTFE

UNUSED

Comparison of flow characteristics
TF / STF - MF1 has lower pressure loss than TF / STF - 4.

We are sorry for your inconvenience to customers who have patronized the TF / STF - 4 series 
for a long time, We appreciate your kind understanding.

We appreciate your continued patronage of our products in the future.

Manufacturer Total selling agency
Ｐ PURERON JAPAN CO.,LTD. Ｐ PJ CO.,LTD.
TEL：0246-36-9835 TEL：0246-36-1110
FAX：0246-36-9834 FAX：0246-36-1118

May 2017

PFA

Material

0.01μm
(TF)

0.003μm
(STF)

Interplane dimension

In the case of the
same joint
The same interplane
dimension

Size

ＴＦ/ＳＴＦ-４　SERIES

ＴＦ／ＳＴＦ－ＭＦ１　SERIES
SUS316L PTFE

Element support

ECTFE

Model

End of production at the end of May 

For details on the difference between the discontinued product and the recommended substitute product or for 
detailed product specifications, please feel free to contact us or our distributor
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Nitrogen Gas Flow Rate [SLM]           (at 20℃ ， 1atm)

TF/STF-4  (1/4"size)

Primary Pressure：0.1MPa
0.2MPa

0.3MPa

0.4MPa

0.5MPa
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Nitrogen Gas Flow Rate ＳＬＭ]         (at 20℃ ， 1atm)

TF/STF-MF1  （1/4" size）

Primary Pressure：0.1MPa 0.2MPa 0.3MPa

0.4MPa

0.5MPa


